TRANSFER 1.5-2Watt

making life brighter Monocrystalline Solar Panel

Characteristics SPM1.5-M SPM2-M
Maximuum power(Pm) 1.5W 2W
Power Tolerance +3% +3%
Voltage at max power(Vmp) 9V 9V
Current at max power(Imp) 1.66A 223A
Open circuit voltage (Voc) 10.8Vv 10.8Vv
Short circuit current(lsc) 1.82A 2.45A
Operating Temperature -40°C to +85°C
Maximum System voltage 700V 700V
Maximum Series Fuse Rating 8A 8A
Dimension of module: 113*153*15mm 140*165*15mm
Standard Test Condtion Irrandiance 1000W/ m*,Module temperature 25°C,AM=1.5

Mechanical Characteristics

Solar cell:Monocrystalline silicon solar cell 125x125mm(5inch)

No.of cellsand connections:18=2x9pcs

Weight:  0.5kg

Junction Box:lp54 rated

Packing Configuration:50PCS/CTN

Warranty: Pm is not less than 90% in 10years and 80% in 20years
Resistances:227g stell ball fall down from 1m height and 60m/s wind

Temperature Coefficients

Noct:48°C £2°C

Current temperature coefficient :0.06£0.01%/K
Voltage temperature coefficient :-(78+10)MV/K
Power temperature coefficient :-(0.5£0.05)%/k

Curren-Voltage diagram of curves

1000 im®

Curnandi &)

e BO DV ™

ﬂﬂﬂWFm"/

|A .& IEC 61215 ed.2,IEC61730
@ TOV — and Safety Class |l
]

Sunny Power is I1S09001
certified and registered,

LN N NN NN NN NN NNy NN |I 5 “"""’h‘
5 5 T 5 (ETRRTTTE tua'

SunTransfer GmbH | Germany | mail@suntransfer.com





